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Effects of Flow Path Factors in the Permeability of Natural and Man-made
Granular Soils Using the Kozeny-Carman Equation
Robert E. Davies
Abstract
The research presented in this paper serves to observe how the flow path factors relate to the void ratio, the
effective diameter of a soil particle, and the permeability of a given sample assuming the behavior is
consistent across natural and artificial soils. The basis of the comparison is the derived Kozeny-Carman
Equation for permeability with focus on the factors Cs and Cl where Cs represents the shape of the flow path
and Cl represents the length of the flow path that a single water molecule must travel through a soil sample.
Permeameter tests were conducted for six types of material including three natural sands and two man-made
samples to compare data. Man-made or unnatural samples included stainless steel pins and ceramic spheres.
Four other natural sands were tested at both 50% and 90% relative density to compare data. Natural sands
included C33 sand, Quartz sand, Fine Ottawa sand and Coarse Ottawa sand. It was observed that while the
permeability of the samples was impacted by the geometry of the flow paths, as shown in the flow path factors
CsCl, as well as the void ratios, it appears that the effective diameter Ds has a larger impact on permeability.
Introduction
The Kozeny–Carman equation is used in engineering to calculate the pressure drop for laminar flow through a
given soil sample. The equation was developed in 1927 by Josef Kozeny, using the simplified model in which
he used numerous parallel capillary tubes of equal length and diameter to describe the packed bed and later
modified by Carman in 1937 (McCabe et al. 2005). The below equation (Equation 1) has been derived from
the Kozeny-Carman equation to include the variables for effective diameter (Ds), void ratio of a given sample
(e), and the dynamic viscosity () as well as the specific weight of water (w) at a measured temperature (see
water properties in Table A1). It also includes the flow path factors Cs and Cl where Cs represents the shape of
the flow path and Cl represents the length of the flow path that a single water molecule must travel through a
soil sample.
Equation 1. Kozeny-Carman Equation for Permeability
𝟏
𝜸 𝒘 𝟐 𝒆𝟑
𝒌
𝒄𝒄
𝑫
𝟑𝟔 𝒔 𝒍 𝝁 𝒔 𝟏 𝒆
𝑊ℎ𝑒𝑟𝑒 𝑐 𝑐
𝑓𝑙𝑜𝑤 𝑝𝑎𝑡ℎ 𝑓𝑎𝑐𝑡𝑜𝑟𝑠, 𝐷
𝑒𝑓𝑓𝑒𝑐𝑡𝑖𝑣𝑒 𝑑𝑖𝑎𝑚𝑒𝑡𝑒𝑟, 𝑒
𝛾
𝑠𝑝𝑒𝑐𝑖𝑓𝑖𝑐 𝑤𝑒𝑖𝑔ℎ𝑡 water, and 𝜇 𝑑𝑦𝑛𝑎𝑚𝑖𝑐 𝑣𝑖𝑠𝑐𝑜𝑠𝑖𝑡𝑦 𝑤𝑎𝑡𝑒𝑟

𝑣𝑜𝑖𝑑 𝑟𝑎𝑡𝑖𝑜,

Little research has been done on the product of Cs and Cl, which this paper will refer to as the
flow path factors. This research serves to observe how the flow path factors relate to the void
ratio, the effective diameter of a soil particle and the permeability of a given sample assuming
the behavior is consistent across natural and artificial soils.
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Test Procedures
Permeameter tests were conducted for six types of material including three natural sands and two man-made
samples to compare data. Man-made or unnatural samples included stainless steel pins and ceramic spheres.
Four other natural sands were tested at both 50% and 90% relative density to compare data. Natural sands
included C33 sand, Quartz sand, Fine Ottawa sand and Coarse Ottawa sand. The exact procedure conducted for
each material will follow.
C33 Sand
The C33 Sand was obtained from the USU Engineering Soils Lab. The sample was prepped by washing through
a 200 sieve and then dried in an oven for 24 hours to remove all moisture. A relative density test was conducted
in accordance to ASTM standards to determine the minimum and maximum void ratios of the sample (see
Equation A5). The sample was then processed through a sieve stack ranging from a #10 to #100 US standard
sieve sizes to provide grain size analysis. Samples were collected from the retained material in each sieve,
including the pan, and photographs were taken with a stereograph microscope in order determine sphericity (see
Figure A3). The effective diameter was calculated from the sphericity using Equation A1 (see Table A2 for
results). The samples were divided then compacted using a 50% and 90% relative density. For each relative
density, a permeability test was conducted using a constant head permeameter (see Figure A1 for test set up).
Prior to filling the permeameter cell with water, the cell was saturated with Co2 gas to prevent oxygen bubbles
from filling the voids in the sample. Water was then filled into the cell using a vacuum and left on the sample
until it no longer produced bubbles to de-air the sample (see Figure A2). The manometer tube was set to the
appropriate gradient being tested. Permeameter tests were run at 4 different gradients: 0.25, 0.50, 1.00 and 1.50
gradient. Water temperature was checked and recorded as well as the tail water elevation height. A stopwatch
was used to time each trial. Each test began by pulling the stopper on the permeameter tube and the minimum
and maximum nominal bubble tube elevations were measured to determine the elevation change. Two trials
were duplicated for each gradient at 50% and 90% relative density for a total of 16 trials per sample.
Quartz Sand
The Quartz Sand was obtained from the USU Engineering Soils Lab. The sample was prepped by washing
through a 200 sieve and then dried in an oven for 24 hours to remove all moisture. A relative density test was
conducted in accordance to ASTM standards to determine the minimum and maximum void ratios of the sample
(see Equation A5). The sample was then processed through a sieve stack ranging from a #10 to #100 US
standard sieve sizes to provide grain size analysis. Samples were collected from the retained material in each
sieve, including the pan, and photographs were taken with a stereograph microscope in order determine
sphericity (see Figure A4). The effective diameter was calculated from the sphericity using Equation A1 (see
Table A2 for results). For each relative density, a permeability test was conducted using a constant head
permeameter (see Figure A1 for test set up). Prior to filling the permeameter cell with water, the cell was
saturated with Co2 gas to prevent oxygen bubbles from filling the voids in the sample. Water was then filled
into the cell using a vacuum and left on the sample until it no longer produced bubbles to de-air the sample (see
Figure A2). The manometer tube was set to the appropriate gradient being tested. Permeameter tests were run at
4 different gradients: 0.25, 0.50, 1.00 and 1.50 gradient. Water temperature was checked and recorded as well as
the tail water elevation height. A stopwatch was used to time each trial. Each test began by pulling the stopper
on the permeameter tube and the minimum and maximum nominal bubble tube elevations were measured to
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determine the elevation change. Two trials were duplicated for each gradient at 50% and 90% relative density
for a total of 16 trials per sample.
Fine Ottawa Sand
The Fine Ottawa Sand was obtained from the USU Engineering Soils Lab. The sample was prepped by washing
through a 200 sieve and then dried in an oven for 24 hours to remove all moisture. A relative density test was
conducted in accordance to ASTM standards to determine the minimum and maximum void ratios of the sample
(see Equation A5). The sample was then processed through a sieve stack ranging from a #10 to #100 US
standard sieve sizes to provide grain size analysis. Samples were collected from the retained material in each
sieve, including the pan, and photographs were taken with a stereograph microscope in order determine
sphericity (see Figure A5). The effective diameter was calculated from the sphericity using Equation A1 (see
Table A2 for results). For each relative density, a permeability test was conducted using a constant head
permeameter (see Figure A1 for test set up). Prior to filling the permeameter cell with water, the cell was
saturated with Co2 gas to prevent oxygen bubbles from filling the voids in the sample. Water was then filled
into the cell using a vacuum and left on the sample until it no longer produced bubbles to de-air the sample (see
Figure A2). The manometer tube was set to the appropriate gradient being tested. Permeameter tests were run at
4 different gradients: 0.25, 0.50, 1.00 and 1.50 gradient. Water temperature was checked and recorded as well as
the tail water elevation height. A stopwatch was used to time each trial. Each test began by pulling the stopper
on the permeameter tube and the minimum and maximum nominal bubble tube elevations were measured to
determine the elevation change. Two trials were duplicated for each gradient at 50% and 90% relative density
for a total of 16 trials per sample.
Coarse Ottawa Sand
The Coarse Ottawa Sand was obtained from the USU Engineering Soils Lab. The sample was prepped by
washing through a 200 sieve and then dried in an oven for 24 hours to remove all moisture. A relative density
test was conducted in accordance to ASTM standards to determine the minimum and maximum void ratios of
the sample (see Equation A5). The sample was then processed through a sieve stack ranging from a #10 to #100
US standard sieve sizes to provide grain size analysis. Samples were collected from the retained material in
each sieve, including the pan, and photographs were taken with a stereograph microscope in order determine
sphericity (see Figure A6). The effective diameter was calculated from the sphericity using Equation A1 (see
Table A2 for results). For each relative density, a permeability test was conducted using a constant head
permeameter (see Figure A1 for test set up). Prior to filling the permeameter cell with water, the cell was
saturated with Co2 gas to prevent oxygen bubbles from filling the voids in the sample. Water was then filled
into the cell using a vacuum and left on the sample until it no longer produced bubbles to de-air the sample (see
Figure A2). The manometer tube was set to the appropriate gradient being tested. Permeameter tests were run at
4 different gradients: 0.25, 0.50, 1.00 and 1.50 gradient. Water temperature was checked and recorded as well as
the tail water elevation height. A stopwatch was used to time each trial. Each test began by pulling the stopper
on the permeameter tube and the minimum and maximum nominal bubble tube elevations were measured to
determine the elevation change. Two trials were duplicated for each gradient at 50% and 90% relative density
for a total of 16 trials per sample.

3

Stainless Steel Pins
The Guntap Stainless Steel Tumbling Media Pins were purchased online. Twenty-five sample pins were hand
measured with a caliper to confirm the average length and diameter which was measured at a diameter of
1.198mm and a length of 6.558mm with an average volume of 7.386mm3. The volume was used to determine
the void ration using Equation A4. Photographs were taken with a stereograph microscope (see Figure A7). The
Stainless-steel pins were tested in two orientations including one that was predominately horizontal and one
with a random orientation. For each orientation, a permeameter test was conducted with a constant head in a
permeability cell, also called a permeameter (see Figure A1 for test set up). Prior to filling the permeameter cell
with water, the cell was saturated with Co2 gas to prevent oxygen bubbles from filling the voids in the sample.
Water was then filled into the cell using a vacuum and left on the sample until it no longer produced bubbles to
de-air the sample (see Figure A2). The manometer tube was set to the appropriate gradient being tested.
Permeameter tests were run at 4 different gradients: 0.25, 0.50, 1.00 and 1.50 gradient. Water temperature was
checked and recorded as well as the tail water elevation height. A stopwatch was used to time each trial. Each
test began by pulling the stopper on the permeameter tube and the minimum and maximum nominal bubble tube
elevations were measured to determine the elevation change. Two trials were duplicated for each gradient
orientation for a total of 16 trials per sample.

Ceramic Spheres
The Raytech 41210R Microbrite Ceramic Sphere Balls were purchased online. The sample was prepared by
sorting through a lab manufactured screen with 3mm drilled holes. One hundred sample spheres were hand
measured with a caliper from the spheres which were retained in the screen to confirm the average diameter
which was measured at a diameter of 3.18mm with an average volume of 16.93mm3. One hundred sample
spheres were also hand measured with a caliper from the spheres which were filtered out in the screen to
confirm the average diameter which was measured at a diameter of 1.02mm with an average volume of
0.57mm3. The volume was used to determine the void ration using Equation A4. Photographs were taken with a
stereograph microscope (see Figure A8). Ceramic spheres were separated into two samples, the first included
only spheres that were 1mm in diameter and the second consisted of 80% spheres at 3mm and 20% at 1mm. For
each mixture, a permeameter test was conducted with a constant head in a permeability cell, also called a
permeameter (see Figure A1 for test set up). Prior to filling the permeameter cell with water, the cell was
saturated with Co2 gas to prevent oxygen bubbles from filling the voids in the sample. Water was then filled
into the cell using a vacuum and left on the sample until it no longer produced bubbles to de-air the sample (see
Figure A2). The manometer tube was set to the appropriate gradient being tested. Permeameter tests were run at
4 different gradients: 0.25, 0.50, 1.00 and 1.50 gradient. Water temperature was checked and recorded as well as
the tail water elevation height. A stopwatch was used to time each trial. Each test began by pulling the stopper
on the permeameter tube and the minimum and maximum nominal bubble tube elevations were measured to
determine the elevation change. Two trials were duplicated for each mixture for a total of 16 trials per sample.
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Results and Analyses
Permeameter tests provided the permeability results k in cm/s as shown in Table 1 below. The measured void
ratios, effective diameter, and tested permeabilities were used in the Kozeny-Carman equation to solve for flow
path factors CsCl. Table 1 below shows the results of the findings for each sample.
Table 1. Results comparing Flow Path Factors CsCl to other variables, including Void Ratio, Permeability and
Effective Diameter.

Conclusions
It was observed that while the permeability of the samples was impacted by the geometry of the flow paths, as
shown in the flow path factors CsCl, as well as the void ratios, it appears that the effective diameter Ds has a
larger impact on permeability. Further research is recommended to expand comparisons with other artificial
sands. For example, disc shaped particles or cube particles may be obtained and tested to further study the
effects of CsCl in the Kozeny-Carmen permeability equation.
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Appendix
Table A1 - Water Properties

Table A2- Effective Diameter and Sphericity of each sieve for C33.

Table A3- Effective Diameter and Sphericity of each sieve for Quartz.
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Table A4- Effective Diameter and Sphericity of each sieve for Fine Ottowa sand.

Table A5- Effective Diameter and Sphericity of each sieve for Coarse Ottowa sand.
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Equation A1 - Effective Diameter Equation, Deff

Equation B2 – Volume of Solids Equation, Vs

Equation C3 – Surface Area Equation, S.A.

Equation D4 – Void Ratio Equation for artificial soils, where actual volumes were measured, e
𝑉
𝑉

𝑒

Equation E5 – Void Ratio Equation for natural soils based on relative density, eDr

𝑒

1

𝐷𝑟
100

𝑒

Equation F6 – Average sphericity, S

𝑆

𝑆. 𝐴.
𝑆. 𝐴.

Equation G7 – Grain size diameter, Ds
𝐷𝑠

6∙

9

𝛴𝑉 ∙ 𝑆
𝛴𝑆𝐴

𝑒

𝑒

Figure H1 – Test set-up

Figure I2 – De-aired water used in testing
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Figure A3. Stereograph photos of C33 Sand

C33 - #8 Sieve

S = 0.7

C33 - #10 Sieve

S = 0.7

C33 - #16 Sieve

S = 0.7

C33 - #20 Sieve

S = 0.7

C33 - #30 Sieve

S = 0.7

C33 - #40 Sieve

S = 0.7
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C33 - #50 Sieve

C33 - #100 Sieve

S = 0.7

S = 0.7
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C33 - #60 Sieve

S = 0.7

C33 - #200 Sieve

S = 0.7

Figure A4. Stereograph photos of Quartz Sand

Quartz Sand - #20 Sieve

S = 0.7

Quartz Sand - #30 Sieve

S = 0.7

Quartz Sand - #40 Sieve

S = 0.6

Quartz Sand - #50 Sieve

S = 0.6

Quartz Sand - #60 Sieve

S = 0.6

Quartz Sand - #100 Sieve

S = 0.6
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Quartz Sand - #200 Sieve

S = 0.6
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Figure A5. Stereograph photos of Fine Ottawa Sand

FOS - #20 Sieve

S = 0.8

FOS - #30 Sieve

S = 0.8

FOS - #40 Sieve

S = 0.8

FOS - #50 Sieve

S = 0.8

FOS - #60 Sieve

S = 0.7

FOS - #100 Sieve

S = 0.7
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FOS - #200 Sieve

S = 0.7
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Figure A6. Stereograph photos of Coarse Ottawa Sand

COS - #16 Sieve

COS - #30 Sieve

S = 0.7

S = 0.8
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COS - #20 Sieve

S = 0.9

COS - #40 Sieve

S = 0.9

COS - #100 Sieve

S = 0.7

COS - #200 Sieve

Figure A7. Stereograph photos of Stainless Steel Pins and sample shown in permeameter tube

Stainless Steel Pins – 1mm x 3mm
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S = 0.7

Figure A8. Stereograph photos of Ceramic Spheres with samples shown in permeameter tube showing 100% 1mm test sample and
80% spheres at 3mm and 20% at 1mm.

Ceramic Spheres – 3mm

Ceramic Spheres – 1mm
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Figure A9. Grain-Size Distribution Curves showing all samples.
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